PROJECT DESCRIPTION

INSTALLATION OF A TEMPORARY
INTERCONNECT SYSTEM TO MAINTAIN
COMMUNICATION BETWEEN TRAFFIC SIGNALS ALONG THE

THIS PROJECT INVOLVES THE
TRAFFIC SIGNAL

MD 26 CORRIDOR.

SHA RIGHT OF WAY

EXISTING 1/C TO
CROYDON ROAD

.M

26 (LIBERTY ROAD) EASTBOUN

CONSTRUCTICON DETAILS (TEMPORARY INTERCONNECT PLAN) CONT.

0. ABANDON EXISTING MICRO-LOOP PROBES. TEMPORARY VIDEQO DETECTION
CAMFRA FOR SETBACK DETECTION ALONG EASTBOUND MD 26 SHALL BE
INSTALLED PRIOR TO DISCONNECTION. REFER TO SP—1 FOR CAMERA
INSTALLATION DETAILS.
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GENERAL NOTES

BY: BJG

0 |
A USE EXISTING CABINET. SEE TRAFFIC SIGNAL PLANS FOR TRAFFIC SIGNAL EQUIPMENT AND CONDUIT LOCATIONS.
2. THE CONTRACTOR SHALL BF RESPONSIBLE FOR TERMINATING ALL INTERCONNECT CABLES
B. USE EXISTING CONDUIT. TO THE APPROPRIATE TERMINALS AND PROPERLY LABELING EACH CABLE.
s ExisTIe Huore® 5 THE SONRACTOR, SALk VEREY, 0, PROERGTOUNG. RIALILIBRITRICR 18 IASTHIING, ST o s
I D. INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUIT — TRENCHED. CONDUIT ' ) DEPARTMENT OF TRANSPORTATION
X INSTALL 3 INCH SCHEDULE 80 RIGID PVC CONDUTT CONFLICTS SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER sm cialliZMNe Gty
4. THE TEMPORARY INTERCONNECT SYSTEM SHALL BE INSTALLED AND OPERATIONAL PRIOR TO REMOVAL OF
T e ion troe e Seleeie e oo
F. INSTALL 12-PAIR COMMUNICATION CABLE. SELF-SUPPORTING (QVERHEAD). - ' REPLACEMENT OF BRIDGE NO. 03139
5. REMOVAL OF SARY T SH BE INCLUDED IN THE LUMP SUM ITEM
P yr———— G. EXISTING COMMUNICATIONS CABLE IN EXISTING CONDUIT TG REMAIN. EMVOVE ANDAB%SEEEESOE Ex%g%%ﬁ%‘E%‘RAFF%LSIGNAL EQUIPMENTT, ON [-695 OVER MD 2o
_________ T EXISTING H. EXISTING OVERHEAD COMMUNICATIONS CABLE TO REMAIN. VT
APPROVALS REVISIONS .
PROPOSED I. INSTALL ELECTRICAL HANDHOLE. e ARY INTERCONNECT PLAN ,
UTILITY LEGEND . |"=50’ SEPTE . 68
s Srom DRAIN J. INSTALL 3 INCH SCHEDULE 80_RIGLD PVC CONDUIT RISER AND 3 INCH %mﬁjﬂe 2/ 2S5 SCALE___'=50"  DATE SEPTEMBER 2003  CONTRACT NO. BA462%
o S 1ORM DR WEATHER HEAD ON EXISTING UTILITY POLE. LEADER ;
y y WA R //{/ DESIGNED BY BJG COUNTY BAL TIMORE
e HATER MAIN K. USE EXISTING CONDUIT RISER AND WEATHER HEAD ON EXISTING UTILITY POLE. ' ASSTDNCHIEF./( 00/2/29 CRAUN BY o ooMILE 03002608.21. 10, 03002608.55
Rummel, Klepper & Kahl,LLP -DV, !
£ & — ELECTRIC CABLES L. SIGNAL EQUIPMENT INSTALLED BY TEMPORARY TRAFFIC SIGNAL PLAN (REFER TO SHEET SP-1). o ST | S TORE D 21217 cln 7 CHECKED Y BLB TIMS.NO. __ J92T
T T TELEPHONE CABLES M. ABANDON EXISTING CONDUIT P (410) 7282500 FAX: (410) 7209160 Al A F.AP. NO. SEE_TITLE SHEET TOD NO.
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